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MD 355 IS ASSUMED TO RUN IN
A NORTH/SOUTH DIRECTION
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PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
PHASES ASSOCIATED BY A SOLID LINE WILL NOT DPERATE CONCURRENTLY
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CONSTRUCTION NOTES

P\q

A. INSTALL CONCRETE FOUNDATION WITH A 21 FT. STEEL POLE
WITH SINGLE 70 FT. MAST ARM. SIGNAL HEADS AND PEDESTRIAN

SIGNAL HEADS. (NOTE: ONE 3 IN. PVC SCHEDULE 80 CONDUIT BEND
AND FOUR-2 IN. X SO IN. ANCHOR BOLTS.)

B. INSTALL CONCRETE FOUNDATION WITH A 10 FT. STEEL PEDESTAL POLE

WITH PEDESTRIAN SIGNAL HEAD. (NOTE: ONE 3 IN. PVC SCHEDULE 80
CONDUIT BEND AND FOUR-1 IN. X 40 IN. ANCHOR BOLTS.)

C. INSTALL A NEMA SIZE 6 BASE MOUNTED CONTROLLER AND CABINET
WITH CONTROL AND DISTRIBUTION EQUIPMENT FOR OVERHEAD
SERVICE. (NOTE: TWO-4 IN. PVC AND TWO-2 IN. PVC SCHEDULE 80
CONDUIT BENDS).

- INSTALL HANDHOLE.

INSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED
INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT- TRENCHED.
INSTALL A 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT- TRENCHED.
INSTALL A 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT~ SLOTTED.
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INSTALL A 1 IN. LIQUID TIGHT, FLEXIBLE. NON-METALLIC ELECTRICAL
CONDUIT FOR DETECTOR WIRE SLEEVE.

. REMOVE EXISTING GROUND MOUNTED SIGN(S) AND POST.

INSTALL 24 IN. WHITE, REFLECTIVE, THERMUPLASTIC PAVEMENT
MARKING TAPE FOR STOP LINE.

INSTALL 12 IN. WHITE. REFLECTIVE., THERMOPLASTIC PAVEMENT
MARK ING.

INSTALL 6 FT. X 30 FT. QUADRUPOLE VEHICLE LOOP DETECTOR
(3-6~3 TURNS) ENCASED IN Al/gN. FLEXIBLE TUBING.

INSTALL MICROLOGP PROBE SET WITH A 1000 FT. LEAD~IN CABLE.
INSTALL GROUND MOUNTED W3-3 APPROX. 350 FT. FROM STOP LINE.

- INSTALL SIGN ON EXISTING STREET LIGHT POLE.
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GENERAL NOTES

1.

PAVEMENT MARKINGS DETAILED ARE PROPOSED AND SHALL BE
INSTALLED BY THE CONTRACTOR IN ACCORDANCE WITH MD-SHA. STANDARDS.

2. LOOP DETECTORS AND CONDUITS SHALL BE INSTALLED PRIOR TO PAVEMENT
MARKINGS. (NOTE: ALL LOOP DETECTORS SHALL BE PLACED 1‘BEHIND STOP LINE)
3. CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET
TNSTALT rront ET LOCATIONS, PRIOR TO
4. EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH PROPOSED P
MARKINGS SHALL BE OBLI TERATED. AVEMENT
B. ALL R4-7 SIGNS SHALL BE ROTATED AT A 15 DEGREE ANGLE TOWA
ON COMING TRAFFIC. - ibS
6. CONTRACTOR SHALL REMOVE ALL R1-1 STOP SIGNS AFTER SIGNAL IS OPERATIONAL.
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